LOCATION AS SHOWN IN THE PLANS

)

SHOULDER PAVING-USE TRENCH TYPICAL
SECTION IN UNDERGROUND CONDUIT
DUCT BANK INSTALLATION DETAILS

'y

iMINIMUM COVER 18"

CONDUIT DUCT BANK

ELECTRICAL COMMUNICATION BOX (ECB) -—///ﬂ
(NOT TO BE INSTALLED IN APPROACH SLAB)

TYPICAL UNDERBRIDGE CONDUIT TERMINATION

UNDERBRIDGE CONDUIT DUCT BANK,

BRIDGE — ]
ENDWALL

AS SHOWN IN PLANS

CONDUIT, FIBERGLASS, 2 IN. (TYP}

- NOT TO SCALE -

MULTI-CELL CONDUIT SYSTEM.
4-WAY. FIBERGLASS (TYP) MMR\‘\\

(PRINT LINE FACING DOWN)

WHITE INNERDUCT———JZL////

TRAVEL LANES

3" MINIMUM (TYP)

ECB KNOCKOUT WINDOW

UNDERBRIDGE CONDUIT DUCT BANK—=ECB TERMINATION

~ NOT TO SCALE -

CONDU 1

T
CONDUIT

/INNERDUCT NUMERICAL 1DS FOR UNDERBRIDGE CONDUIT DUCT BANK MATCH
IDS FOR UNDERGROUND CONDUIT DUCT BANK TYPES 1 OR 2.

UNDERBRIDGE CONDUIT
PENETRATION THROUGH
ENDWALL AS SHOWN I[N
APPROVED SHOP DRAWINGS

DECK

UNDERBRIDGE CONDUIT
(LOCATION AS SHOWN
APPROVED SHOP DRAWINGS)

//////,f——APPRDACH SLAB-USE TRENCH TYPICAL SECTION ON THIS SHEET
ﬁ/-BRIDGE

IN

MULTI-CELL CONDUIT S5YSTEM,

4-WAY .

FIBERGLASS (TYP)

SHEET | TOTAL

REVISED AND REDRAWN: 1-07-05 |sram PROJECT NUMBER NO. | SHEETS
 BALINHS=0002-00(754)111]146

TOP OF PAVEMENT - 4gn

——*> @ 1'-7" 0.C. AT EACH EXISTING BAR
1“‘OII
10" EXISTING T srtee I
APPROACH SLAB Tw'r ,//j7;
N 9 - 9 9. af 99
- .. ~ 0 «.06 .. 0. .« de . T ..

SO PR TR ”ﬂ%(Vf SRR EXISTING #5 18" MINIMUM

%,: T 0000000 K %l COVERAGE
7 e\ e e e A

BOND BREAKER ’v:';.: S\ 4-+5 EQUALLY SPACED
MULTI-CELL CONDmewf”’//lf-? jg;e CONDUIT, FIBERGLASS,

SYSTEM, 4-WAY — m— 2 IN. (TYP.)
FIBERGLASS (TYP) \
CONDUIT DETECTION WIRE
CLASS A
CONCRETE, HES 5

-#7 BEQUALLY SPACED

TYPICAL SECTION AT APPROACH SLAB

NOT TO SCALE

NOTES:
1) *5 AND *7 BAR REINFORCEMENT SHALL BE IN ACCORDANCE
WITH GA. STANDARD 9017P- REINFORCED CONCRETE APPROACH SLAB.

2.) APPROACH SLAB MATERIALS AND CONSTRUCTION SHALL BE IN
ACCORDANCE WITH SECTION 433 OF THE GDOT SPECIFICATIONS.

3.0 COST OF SAW CUTTING, TRENCHING, BAR REPLACEMENT, CONCRETE,
CONDUIT DETECTION WIRE, AND RESTORATION SHALL BE INCLUDED
IN THE OVERALL BID PRICE OF CONDUIT, FIBERGLASS, 2 IN. AND
MULTI-CELL CONDUIT SYSTEM, 4-WAY, FIBERGLASS.

4.) CONTRACTOR SHALL MAINTAIN EXISTING EXPANSION JOINT BETWEEN APPROACH
SLAB & BRIDGE ABUTMENT. IF DAMAGED, COST OF REPLACEMENT SHALL
BE INCLUDED IN THE OVERALL BID PRICE FOR THE PROJECT. JOINT
REPLACEMENT, IF REQUIRED SHALL MATCH EXIST. JOINT MATERIAL, & SHALL
BE APPROVED BY THE ENGINEER '
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